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A comma is used as the decimal marker. 

 

National foreword 

This document (EN 1092-1:2007+A1:2013) has been prepared by Technical Committee CEN/TC 74 “Flanges 
and their joints” (Secretariat: DIN, Germany). 

The responsible German body involved in its preparation was the Normenausschuss Rohrleitungen und 
Dampfkesselanlagen (Piping and Boiler Plant Standards Committee), Working Committee NA 082-00-16 AA 
Flansche und ihre Verbindungen. 

The DIN Standards corresponding to the International Standards referred to in Clause 2 of this standard are 
as follows: 

ISO 7-1  DIN EN 10226-1 

ISO 7-2  DIN EN 10226-2 

ISO 2768-1  DIN ISO 2768-1 

 

Amendments 

This standard differs from DIN EN 1092-1:2008-09 as follows: 

a) Amendment 1:2013 has been incorporated; 

b) the standard has been editorially revised. 
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National Annex NA 
(informative) 

 
Information and national supplement to DIN EN 1092-1 

NA.1 Correspondence between flanges as in previous DIN Standards and those as 
in DIN EN 1092-1 

Table NA.1 shows the correspondence between the flanges specified in DIN EN 1092-1 with those specified 
in DIN Standards which have been replaced, either fully or partially, by DIN EN 1092-1. 

Table NA.1 — Correspondence between DIN and DIN EN flanges 

DINa 

Flange  
type as 

in 
DIN EN 

Subject(s) covered Nominal size as in  
previous DIN 

Nominal size as in 
DIN EN 1092-1 

2512 — 
Tongues and grooves for flanges, 
PN 160 — Gaskets PN 10 up to 
PN 160 

<= PN 160 
DN 4 up to DN 1 000 

<= PN 100 
DN 10 up to DN 2 000 

2513 — Projections and recesses  DN 10 up to DN 1 000 <= PN 100 
DN 10 up to DN 2 000 

2514 — Projections with groove and 
recess DN 10 up to DN 3 000 <= PN 100 

DN 10 up to DN 2 000 

2527 

05 Blind flanges, PN 2,5 Not specified DN 10 up to DN 2 000 
05 Blind flanges, PN 6 DN 10 up to DN 500 DN 10 up to DN 2 000 
05 Blind flanges, PN 10 DN 10 up to DN 500 DN 10 up to DN 1 200 
05 Blind flanges, PN 16 DN 10 up to DN 500 DN 10 up to DN 1 200 
05 Blind flanges, PN 25 DN 10 up to DN 500 DN 10 up to DN 600 
05 Blind flanges, PN 40 DN  10 up to DN 500 DN 10 up to DN 600 
05 Blind flanges, PN 64 (new PN 63) DN 10 up to DN 400 DN 10 up to DN 400 
05 Blind flanges, PN 100 DN 10 up to DN 350 DN 10 up to DN 350 

2528 — Steel flanges 
No sizes specified, 
only materials / service 
temperatures 

— 

2543 21 Cast steel flanges, PN 16 DN 10 up to DN 2 200 DN 10 up to DN 2 000 
2544 21 Cast steel flanges, PN 25 DN 10 up to DN 2 000 DN 10 up to DN 2 000 
2545 21 Cast steel flanges, PN 40 DN 10 up to DN 1 600 DN 10 up to DN 600 

2546 21 Cast steel flanges, PN 64 (new 
PN 63) DN 10 up to DN 1 200 DN 10 up to DN 1 200 

2547 21 Cast steel flanges, PN 100 DN 125 up to DN    700 DN 10 up to DN 500 

2548 21 Cast steel flanges, PN 160 DN 10 up to DN 300 DN 10 up to DN 300 
2549 21 Cast steel flanges, PN 250 DN 10 up to DN 300 DN 10 up to DN 300 
2550 21 Cast steel flanges, PN 320 DN 10 up to DN 250 DN 10 up to DN 250 
2551 21 Cast steel flanges, PN 400 DN 10 up to DN 200 DN 10 up to DN 200 

2566 13 Threaded flanges with hub, PN 10 
up to PN 16 DN 6 up to DN 100 DN 10 up to DN 600 

2573 1 Plate flanges for brazing or 
welding, PN 6 DN 10 up to DN 500 DN 10 up to DN 600 

2576 1 Plate flanges for brazing or 
welding, PN 10 DN 10 up to DN 500 DN 10 up to DN 600 
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Table NA.1 (continued) 

DINa 

Flange  
type as 

in 
DIN EN 

Subject(s) covered Nominal size as in  
previous DIN 

Nominal size as in 
DIN EN 1092-1 

2627 11 Weld-neck flanges, PN 400 DN 10 up to DN 200 DN 10 up to DN 200 
2628 11 Weld-neck flanges, PN 250 DN 10 up to DN 250 DN 10 up to DN 300 
2629 11 Weld-neck flanges, PN 320 DN 10 up to DN 250 DN 10 up to DN 250 

2630 11 Weld-neck flanges, PN 1 and 
PN 2,5 DN 10 up to DN 4 000 DN 10 up to DN 4 000 

2631 11 Weld-neck flanges, PN 6 DN 10 up to DN 3 600 DN 10 up to DN 3 600 
2632 11 Weld-neck flanges, PN 10 DN 10 up to DN 3 000 DN 10 up to DN 3 000 
2633 11 Weld-neck flanges, PN 16 DN 10 up to DN 2 000 DN 10 up to DN 2 000 
2634 11 Weld-neck flanges, PN 25 DN 10 up to DN 1 000 DN 10 up to DN 1 000 
2635 11 Weld-neck flanges, PN 40 DN 10 up to DN 500 DN 10 up to DN 600 

2636 11 Weld-neck flanges, PN 64 (new 
PN 63) DN 10 up to DN 400 DN 10 up to DN 400 

2637 11 Weld-neck flanges, PN 100 DN10 up to DN 350 DN 10 up to DN 350 
2638 11 Weld-neck flanges, PN 160 DN 10 up to DN 300 DN 10 up to DN 300 

2641 02, 33, 
32 

Loose plate flanges; Weld-on 
plate collars; Lapped end pipes, 
PN 6 

DN 10 up to DN 1 200 DN 10 up to DN 600 

2642 02, 33, 
32 

Loose plate flanges; Weld-on 
plate collars; Lapped end pipes, 
PN 10 

DN 10 up to DN 800 DN 10 up to DN 600 

2655 02, 33, 
32 

Loose plate flanges; Lapped end 
pipes, PN 25 DN 10 up to DN 500 DN 10 up to DN 600 

2656 02, 33, 
32 

Loose plate flanges; Lapped end 
pipes, PN 40 DN 10 up to DN 400 DN 10 up to DN 600 

2673 04, 34 Loose plate flanges with weld-on 
collar, PN 10 DN 10 up to DN 1 200 DN 10 up to DN 600 

a These standards have been fully replaced by DIN EN 1092-1. 
 

Flanges which comply with withdrawn DIN Standards but which have dimensions deviating from those specified 
in EN 1092-1 may still be used for replacement purposes. 

NOTE Flanges complying with withdrawn DIN Standards are not state of the art in terms of flange joint design. Users 
of flanges which comply with withdrawn DIN Standards are to check whether calculations as in EN 1591-1:2001 or as in 
DIN V 2505:1986 need to be carried out. 
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NA.2 Correspondence between facing type designations in previous DIN Standards 
 and those in DIN EN 1092-1 

Table NA.2 shows the correspondence between facing type designations in previous DIN Standards and those 
in DIN EN 1092-1. 

Table NA.2 — Facing type designations 

Old designation as in previous DIN Standards New designation as in DIN EN 1092-1 
Type A 

Type A 
Type B 
Type C 

Type B1 
Type D 
Type E Type B2a 
Type F Type C 
Type N Type D 
Type V 13 Type E 
Type R 13 Type F 
Type V 14 Type H 
Type R 14 Type G 

a The use of type B2 facings shall be agreed between the purchaser and the flange manufacturer; see Table 2, 
Footnote b in EN 1092-1. 

 

NA.3  Lens gasket 

Flanges may also be delivered with a lens gasket as in DIN 2696. 

NA.4  Diaphragm weld assemblies 

Flanges may also be delivered with facings having a reduced diameter d4 (for diaphragm weld assemblies) as in 
DIN 2695. 
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